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« 1)The resistance of the module shall be within 0.402 to
0. 487 ohms at an ambient temperature of 25 degrees
2 Red Wire (+) Celsius.
S %59%2%9 2)Material of lead wires: #24 AWG Type-E Teflon
1 1279927 MIL-W-16878E/4.
o 3)The end of the lead wires is pre-tinned.
< 4)Lot Number and Part Number shall be stamped on the
cold side with black color.
Black Wire (-)
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} Cold Side ’ //‘0 05 ‘ A‘ Item Value Test Conditions
[TT L < Tmax 4. 0A Qc=0, DT=DTmax, Th=50°C
. Hot Side E 005 Vmax 2. 4V Qc=0, I=Imax, Th=50"C
8 DTmax 83C 0 T= =)
> Qc=0, I=Imax, Th=50C
o
H A Qemax 5. 1¥ I=Imax, DT=0, Th=50'C
— Thmax 200°C Momentary
| A
General Dimension Toler| ate Modifythgmmary Of Modificatior) By m‘:g? 610,51 Finished Mark Title 20005/017/040B Proj. |
Ferrotec Corporation o Croness) U0 TonyIN1 | 164031 | TE module helght Muungpigey it o
ze Ran) 1| 16.12.14 TE height Huang Yongqin Wu [16. 10. 31 Drawing Numb 2
(Zhijiang Factory) oo 1o S0l 2020 120 (] Approved Finish T1303-1600F /
668# Binkang Road, Hangzhou Hi-tech ’;ﬁ) up fo 1zo§|=o.:s 0.920.7 [Approved Raw Materlal Size 7w oo R,vl
" . . 1P0 up fo S15/0.5/£0.25%1.0) : [Rev.
Garden,Zhejiang Province,P.R.China 315 _up fo_1000[=0.8{£0.4 £1.5 Approved Raw Material Welght 85923 Do Net j
100 up fo 2000{%1.2] 0.6 £2.0 = Scale
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